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Please read through the tutorial in its entiret
at least once before you cut any wire. This is
very helpful for you to understand this tutorie
e better.

In this tutorial you will learn to take apiece of
wire and free form to your desire, hammer it
out a bit, give it a little texture, and wow you
have a little piece of art.

Hang a bead on it and you are done.

ToolsNeeded:
Chasinghammer

Round nose fiers

Flat nose pliers

Chain nose pliers

Flush cutters

Bail pliers or wooden dowel
Pounding block

Materials Needed

Round 18 16, orl4 gauge wire works good
with this free form.

Any type of these wire choices,

Copper, brass, coppdm, bronze, sterling
silver, gold fill.

Polish cloth

Beads of choice

Headpin
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Photo shows you the tools | use in thig
tutorial, about 8inchesof 16 gauge
round wire of your color choice.

#1

Using yourround nose pliersstart making
your design. Leaving a small bit of wire at
the end, this you will use for thiail.

#2

I just make anything that feels
right; this is a free form design. Yol
can see in the next photo how |
ended up with my design.

#3

Try to keep a flow to your
design. In photo, | ended up
with the end and hooked the
wire at top.In yourdesign try
to hook somewherdo close up
wires.

Having a top and bottom of
some sort.




#4

Using your chasingammer with the
flat end, start to hammer lightly until
you get the feel for it and continue
on.

DO NOT HAMMER WIRES THAT AR
CROSSEDVERIf you do, hammer
lightly.

They will break if you hammer too
much and too hard.

See photo, the parts that | hammereg

#5

Now use the other end of your
chasing hammer, the balleshd.

This end will make a diamond cut
pattern.

Start to hammetightly until you
start to see the pattern show up,
continue on until you have decideqd
your pattern is to your liking.

Set side.

#6

Now using your beads you
selected, put them on a head

pin.
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#7

Using your round nose pliers, tak
a hold of head pin at base of bea
and bend head pin wire over all
the way to the back.

(Seenext photo)

N Make sure the pliers are facing
you.

Now turn pliers w/ round nose

facing up and down.

#8

Nowbring wire up and over the
top of round noseall the way
around to the front, making a
loop.

#9

Remove pliers and insert the
bottom of round nose into the
loopyou just madepend wire
underthe round nos€o
complete loop.

See next photo.




